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Standard letterfont used unless specified otherwise
Background color options: White, Red, Blue, Black, Green, Orange, Yellow & Brown
Font color options: White, Red, Blue, Black, Green, Orange,  Yellow & Brown
Border to edge

When ordering please specify quantity, font and background colors, 
vertical or horizontal mount and exact legend.  Sizes W x H

CUSTOM LEGEND SIGNS

ADD-A-LEGEND SIGNS

• .080 aluminum
• Standard federal radius corners   
 • 3/8” mounting holes 
• 3105-H18

Orange EG Signs are made with 
3M CW84 Beaded Sheeting

Engineer Grade Prismatic 
- Type 1 reflective sheeting

VERTICAL

HORIZONTAL

SQUARE

DIAMOND

Part#
RA1218CUSTOM1C
RA1824CUSTOM1C
RA2430CUSTOM1C
RA3036CUSTOM1C

Part#
RA126CUSTOM1C
RA1812CUSTOM1C
RA2418CUSTOM1C
RA3024CUSTOM1C

Part#
RA12SQCUSTOM1C
RA18SQCUSTOM1C
RA24SQCUSTOM1C
RA30SQCUSTOM1C
RA36SQCUSTOM1C

Part#
RA24DIACUSTOM1C
RA30DIACUSTOM1C
RA36DIACUSTOM1C

Size
12” x 18”
18” x 24”
24” x 30”
30” x 36”

Size
12” x 6”
18” x 12”
24” x 18”
30” x 24”

Size
12” x 12”
18” x 18”
24” x 24”
30” x 30”
36” x 36”

Size
24” x 24”
30” x 30”
36” x 36”

High-Intensity Prismatic 
- Type 3 reflective sheeting

VERTICAL

HORIZONTAL

SQUARE

DIAMOND

Part#
HIA1218CUSTOM1C
HIA1824CUSTOM1C
HIA2430CUSTOM1C
HIA3036CUSTOM1C

Part#
HIA126CUSTOM1C
HIA1812CUSTOM1C
HIA2418CUSTOM1C
HIA3024CUSTOM1C

Part#
HIA12SQCUSTOM1C
HIA18SQCUSTOM1C
HIA24SQCUSTOM1C
HIA30SQCUSTOM1C
HIA36SQCUSTOM1C

Part#
HIA24DIACUSTOM1C
HIA30DIACUSTOM1C
HIA36DIACUSTOM1C
HIA48DIACUSTOM1C

Size
12” x 18”
18” x 24”
24” x 30”
30” x 36”

Size
12” x 6”
18” x 12”
24” x 18”
30” x 24”

Size
12” x 12”
18” x 18”
24” x 24”
30” x 30”
36” x 36”

Size
24” x 24”
30” x 30”
36” x 36”
48” x 48”

Fluorescent Orange DG signs are made 
with 3M 3924 Diamond Grade Sheeting

Diamond Grade (DG3) 
- Type XI reflective sheeting 

VERTICAL

HORIZONTAL

SQUARE

DIAMOND

Part#
DG1218CUSTOM1C
DG1824CUSTOM1C
DG2430CUSTOM1C
DG3036CUSTOM1C

Part#
DG126CUSTOM1C
DG1812CUSTOM1C
DG2418CUSTOM1C
DG3024CUSTOM1C

Part#
DG12SQCUSTOM1C
DG18SQCUSTOM1C
DG24SQCUSTOM1C
DG30SQCUSTOM1C
DG36SQCUSTOM1C

Part#
DG24DIACUSTOM1C
DG30DIACUSTOM1C
DG36DIACUSTOM1C
DG48DIACUSTOM1C

Size
12” x 18”
18” x 24”
24” x 30”
30” x 36”

Size
12” x 6”
18” x 12”
24” x 18”
30” x 24”

Size
12” x 12”
18” x 18”
24” x 24”
30” x 30”
36” x 36”

Size
24” x 24”
30” x 30”
36” x 36”
48” x 48”

18” x 24”
CW-14RA9

18” x 24”
CW-16RA9

18” x 24”
CW-17RA9

Your

 Legend

12” x 18”
G-16RA5

Your

 Legend

12” x 18”
G-17RA5

12” x 18”
R7-100SRA5B

Your

 Legend

12” x 18”
G-14RA5

Your

 Legend

12” x 18”
G-15RA5

Your

 Legend

12” x 18”
CW-18RA5

• .080 Aluminum    
• Standard federal radius corners 
• 3/8” mounting holes    
• 3105-H18  
• Type I reflective sheeting 

CUS TOM  LEGEND  SIGNS
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12” x 18”
G-65L(R)5

12” x 18”
G-65N(R)5

12” x 18”
G-65R(R)5

12” x 18”
G-40(R)5

12” x 18”
G-42(R)5

12” x 18”
G-64(R)5

12” x 18”
G-55(R)5

12” x 18”
G-53(R)5

12” x 18”
R7-8(R)5

12” x 18”
R7-8N(R)5

Space for arrows

12” x 18”
R7-8B(R)5

12” x 18”
R7-8VA(R)5

12” x 6”
G-62A(R)3

12” x 6”
G-62B(R)3

12” x 6”
G-62E(R)3

12” x 6”
G-74(R)3

12” x 6”
G-13E(R)3

12” x 6”
G-13F(R)3

12” x 6”
G-13H(R)3

12” x 6”
G-13I(R)3

12” x 6”
G-73(R)3

12” x 6”
G-68B(R)3

12” x 6”
G-68(R)3

12” x 6”
G-13K(R)3

12” x 6”
G-13J(R)3

12” x 6”
G-13G(R)3

12” x 6”
G-13C(R)3

12” x 6”
G-13D(R)3

12” x 6”
G-11(R)3

Alabama
12” x 18”
AL1218(R)5

Arizona
12” x 18”
AZ1218(R)5

Hawaii
12” x 18”
HA1218B(R)5

N. Dakota
12” x 18”
ND1218(R)5

Oregon
12” x 18”
OR1218(R)5

Arkansas
12” x 18”
AR1218(R)5

California
12” x 24”
CA1224(R)

California
12” x 24”
CA1224V(R)

California
24” x 24”
CA2424(R)

S. Florida
12” x 18”
G-61MD(R)5

Florida
12” x 18”
G-61(R)5

Connecticut
12” x 24”
CT1224(R)

Connecticut
12” x 24”
CT1224N(R)

Georgia
12” x 18”
GA1218(R)

Hawaii
12” x 18”
HA1218(R)5

Massachusetts
12” x 18”
MA1218(R)5

Minnesota
12” x 18”
MN1218(R)5

Missouri
12” x 18”
G-300(R)5

New Jersey
10” x 12”
R-1012(R)

Nevada
12” x 18”
NV1218(R)5

Missouri
12” x 6”
G-301A(R)3

Missouri
12” x 6”
G-301(R)3

N. Carolina
12” x 9”
R7-8D(R)

N. Carolina
12” x 9”
G-86(R)3

Pennsylvania
12” x 18”
PA1218(R)5

Washington
12” x 18”
WA1218(R)5

Wisconsin
12” x 18”
WI1218(R)5

Wyoming
18” x 24”
WY1824(R)9

Texas
12” x 24”
TX1224N(R)

Virginia
12” x 18”
VA1218(R)

N. Carolina
12” x 26”
R7-8EN(R)

N. Carolina
12” x 26”
R7-8E(R)

Tennessee
12” x 18”
TN1218(R)

12” x 12” D9-6(R)4 
18” x 18” D9-6(R)8

Arizona
12” x 24”
AZ1224(R)

• Place these 6” x 6” pressure sensitive 
  decals on any smooth clean surface.  
• Great for making accessible entrances to buildings.  
• Made of high performance outdoor grade vinyl.

Part#
66D

Size
6” x 6”

REPLACE (R) WITH: 
RA -Engineer Grade Prismatic
HIA - High Intensity Prismatic 
DG - Diamond Grade Prismatic

D ISABLED  •  S TAT E   SPECIFI C  S IGNS
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18” x 18”    R5-1(R)8
24” x 24”    R5-1(R)16
30” x 30”    R5-1(R)22

18” x 18” R1-1(R)8
24” x 24” R1-1(R)16
30” x 30” R1-1(R)22
36” x 36” R1-1(R)29

24” x 24” x 24”    R1-2(R)16
30” x 30” x 30”    R1-2(R)22
36” x 36” x 36”    R1-2(R)27

12” x 6”
R1-3C(R)3

12” x 6”
R1-3A(R)3

18” x 6”
R1-4(R)6

12” x 6”
R1-3B(R)3

30” x 18”    R5-9(R)15
36” x 24”     R5-9(R)26

12” x 18”    R2-1(R)5*
18” x 24”    R2-1(R)9*
24” x 30”    R2-1(R)17*

* Specify MPH in increments of 5, from 5-55

24” x 24”    R3-2S(R)16
30” x 30”    R3-2S(R)22

24” x 24”    R3-4S(R)16
30” x 30”    R3-4S(R)22 

12” x 12”    R8-3S(R)4
30” x 30”    R8-3S(R)22 

24” x 24”    R5-2S(R)16
30” x 30”    R5-2S(R)22

24” x 24”    R2-2(R)16
30” x 30”    R2-2(R)27

24” x 24”    R3-18(R)16
30” x 30”    R3-18(R)22

24” x 18”    R10-19(R)15
36” x 30”    R10-19(R)29

30” x 18”    R-10(R)20

24” x 24”    R3-1S(R)16
30” x 30”    R3-1S(R)22

24” x 30”
R2-5E(R)17

24” x 30”
R2-5A(R)17

24” x 30”
R2-5C(R)17

24” x 24”
R5-1A(R)16

24” x 24”
R5-2A(R)16

24” x 24”
R11-5(R)16

24” x 24”    R5-5B(R)16
36” x 36”    R5-5B(R)27

24” x 24”
R5-3(R)16

24” x 18”
R3-1P(R)15

24” x 18”
R3-2P(R)15

24” x 18”
R3-4P(R)15

24” x 18”
R5-2P(R)15

24” x 18”
R14-2(R)15

24” x 18”
R4-7P(R)15

30” x 30”
R1-5L(R)22

30” x 30”
R1-5R(R)22

18” x 24”
R1-5AL(R)9

18” x 24”
R1-5AR(R)9

18” x 24”    R10-11(R)9
24” x 30”    R10-11(R)17

18” x 24”    R10-12(R)9
24” x 30”    R10-12(R)17

9” x 12”
R10-3B(R)38

9” x 12”
R10-3C(R)38

9” x 12”
R10-3D(R)38

9” x 15”
R10-3E(R)39

18” x 24”
R3-4A(R)9

18“ x 24”
R14-3(R)9

REPLACE (R) WITH: RA -Engineer Grade Prismatic •  HIA - High Intensity Prismatic •  DG - Diamond Grade Prismatic

R EGUL ATO RY  SIGNS
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18” x 24”
R4-7A(R)9

24” x 36”
R10-6(R)18

24” x 30”
R10-6A(R)17

18” x 24”
R4-8A(R)9

18” x 24”
R6-2R(R)9

18” x 24”
R6-2L(R)9

18” x 24”
R-63(R)9

18” x 24”
R5-805(R)9

18” x 24”
R5-804(R)9

18” x 24”
R3-1A(R)9

18” x 24”
R3-2A(R)9

18” x 24”
R-95(R)9

18” x 24”
R-94(R)9

30” x 30”
R3-7L(R)22

30” x 30”
R3-7R(R)22

36” x 12”    R6-1R(R)24 36” x 12”     R6-1L(R)24

24” x 30”
R4-7S(R)17

24” x 30”
R4-8S(R)17

24” x 30”
R6-7(R)17

24” x 30”
R6-6(R)17

24” x 30”
R10-7(R)17

24” x 30”
R4-1(R)17

18” x 24”    R12-1(R)9
24” x 30”    R12-1(R)17
Specify weight limits

30” x 36”
R3-5A(R)23

24” x 36”
R3-9B(R)18

30” x 36”
R3-5R(R)23

30” x 36”
R3-5L(R)23

30” x 30”
R3-8(R)22

24” x 12”
R9-10(R)13

24” x 12”
R9-9(R)13

24” x 12”
R9-11A(R)13

60” x 30”
R11-4(R)34

Must ship motor freight Must ship motor freight
*Specify miles

60” x 30”
R11-3B(R)34

48” x 30”
R11-2B(R)31

48” x 30”
R11-2(R)31

Must ship motor freight
*Specify miles

60” x 30”
R11-3(R)34

18” x 24”
R15-2(R)16

Specify weight limits

24” x 36”
R12-5(R)23

REPLACE (R) WITH: RA -Engineer Grade Prismatic •  HIA - High Intensity Prismatic •  DG - Diamond Grade Prismatic

R EGUL ATO RY  SIGNS
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12” x 18”
R-70(R)5

12” x 18”
R-42(R)5

12” x 18”
R-45R(R)5

12” x 18”
R-42R(R)5

12” x 18”
R-45L(R)5

12” x 18”
R-42L(R)5

12” x 18”
R7-1L(R)5

12” x 18”
R-18(R)5

12” x 18”
R-83(R)5

12” x 18”
R-46(R)5

12” x 18”
R-43(R)5

12” x 18”
R7-1R(R)5

12” x 18”
R7-1(R)5

12” x 18”
R-54(R)5

12” x 18”
R7-6(R)5

12” x 18”
R-54L(R)5

12” x 18”
R-77(R)5

12” x 18”
R-80(R)5

12” x 18”
R-86(R)5

12” x 18”
R-114(R)5

12” x 18”
R-76(R)5

12” x 18”
R-201(R)5

12” x 18”
R-40(R)5

12” x 18”
R-53(R)5

12” x 18”
R-84(R)5

12” x 18”
R-54R(R)5

12” x 18”
R-49(R)5

12” x 18”
R-55(R)5

12” x 18”
R-79(R)5

12” x 18”
R7-4(R)5

12” x 18”
R-78(R)5

12” x 18”
R-34(R)5

12” x 18”
R-72(R)5

12” x 18”
R-96(R)5

12” x 18”
R-400(R)5

12” x 18”
R-200(R)5

12” x 18”
R-71(R)5

12” x 18”
R-98(R)5

12” x 18”
R-89(R)5

12” x 18”
R-88(R)5

12” x 18”
R-90(R)5

12” x 18”
R-91(R)5

12” x 18”
R-92(R)5

12” x 18”
R-107(R)5

12” x 18”
R-97(R)5

12” x 18”
S2-14(R)5

12” x 18”
R-111(R)5

12” x 18”
R-110(R)5

12” x 18”
R7-100S(R)5

12” x 18”
R7-101(R)5

12” x  6”
R7-201(R)3

12” x  6”
G-62D(R)3

12” x  6”
G-62C(R)3

12” x  6”
R7-201B(R)3

12” x 18”
R-100(R)5

12” x 18”
R-101(R)5

12” x 18”
R-102(R)5

12” x 18”
R-103(R)5

12” x 18”
R-104(R)5

12” x 18”
R-401(R)5

18” x 24”
G-50(R)9

18” x 24”
G-10(R)9

18” x 24”
R8-3(R)9

18” x  24”
R-18(R)9

18” x  24”
R-53(R)9

12” x 18”
R-68B(R)5

12” x 18”
R-69C(R)5

12” x 18”
R-69D(R)5

18” x 24”
G-51(R)9

18” x 24”
G-44(R)9

18” x 24”
G-45(R)9

18” x 24”
G-88(R)9

18” x 24”
G-99(R)9

18” x 24”
G-52(R)9

18” x 24”
G-118(R)9

12” x 18”
G-20(R)5

12” x 18”
G-115(R)5

12” x 18”
G-116(R)5

12” x 18”
G-49(R)5

12” x 18”
G-80(R)5

12” x 18”
G-22(R)5

12” x 18”
G-28L(R)5

12” x 18”
G-28R(R)5

12” x 18”
G-29(R)5

12” x 18”
G-21(R)5

12” x 18”
G-27(R)5

12” x 18”
G-78(R)5

12” x 18”
R7-3(R)5

12” x 18”
G-75(R)5

12” x 18”
G-85(R)5

12” x 18”
G-84(R)5

12” x 18”
G-86(R)5

12” x 18”
G-89(R)5

12” x 18”
G-90(R)5

12” x 18”
R-105(R)5

12” x 18”
G-83(R)5

12” x 18”
G-81(R)5

12” x 18”
R7-202(R)5

12” x 18”
R-115(R)5

18” x 12”
G-205(R)5

18” x 12”
G-206(R)5

T R AFFI C  CO N T RO L  PAR K ING  SIGNS
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18” x 12”
G-209(R)5

18” x 12”
G-37(R)5

18” x 12”
G-31(R)5

18” x 12”
G-56(R)5

18” x 12”
G-32R(R)5

18” x 12”
G-93(R)5

18” x 12”
G-35L(R)5

18” x 12”
G-94(R)5

18” x 12”
G-36(R)5

18” x 12”
G-47(R)5

18” x 12”
G-34(R)5

18” x 12”
G-92(R)5

18” x 12”
G-35R(R)5

18” x 12”
G-48(R)5

18” x 12”
G-30(R)5

18” x 12”
G-76(R)5

18” x 12”
G-32L(R)5

18” x 12”
G-70(R)5

18” x 12”
G-33(R)5

18” x 18”
G-110(R)8

24” x 24”    M1-1(R)16
36” x 36”    M1-1(R)27

24” x 24”    M1-3(R)16
36” x 36”    M1-3(R)27

24” x 24”    M1-5(R)16
36” x 36”    M1-5(R)27

24” x 24”    M1-2(R)16
36” x 36”    M1-2(R)27

24” x 24”    M1-4(R)16
36” x 36”    M1-4(R)27

18” x 18”    M1-6(R)8
24” x 24”    M1-6(R)16
36” x 36”    M1-6(R)27

18” x 18”
G-111(R)8

18” x 18”
G-112L(R)8

18” x 18”
G-112R(R)8

18” x 18”
G-113L(R)8

18” x 18”
G-113R(R)8

21” x 15”
M6-4(R)13

21” x 15”
M6-4(R)13BU

21” x 15”
M6-1(R)10BU

21” x 15”
M6-3(R)10BU

21” x 15”
M5-1(R)10BU

21” x 15”
M2-1(R)10BU

24” x 12”
M4-5(R)13BU

21” x 15”
M6-1(R)10

21” x 15”
M6-3(R)10

21” x 15”
M5-1(R)10

24” x 12”
M4-5(R)13

24” x 12”
M4-4(R)13

24” x 12”
M4-6(R)13

24” x 12”
M4-6(R)13BU

21” x 15”
M2-1(R)10

*Federal version shown, individual state symbols also available

24” x 12”
M3-4(R)13

24” x 12”
M3-4(R)13BU

24” x 12”
M3-3(R)13

24” x 12”
M3-3(R)13BU

24” x 12”
M3-2(R)13

24” x 12”
M3-2(R)13BU

24” x 12”
M3-1(R)13

24” x 12”
M3-1(R)13BU

REPLACE (R) WITH: RA -Engineer Grade Prismatic •  HIA - High Intensity Prismatic •  DG - Diamond Grade Prismatic

T R AFFI C  CO N T RO L  SIGNS

GUID E  SIGNS
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18” x 12”
G-209(R)5

18” x 12”
G-37(R)5

18” x 12”
G-31(R)5

18” x 12”
G-56(R)5

18” x 12”
G-32R(R)5

18” x 12”
G-93(R)5

18” x 12”
G-35L(R)5

18” x 12”
G-94(R)5

18” x 12”
G-36(R)5

18” x 12”
G-47(R)5

18” x 12”
G-34(R)5

18” x 12”
G-92(R)5

18” x 12”
G-35R(R)5

18” x 12”
G-48(R)5

18” x 12”
G-30(R)5

18” x 12”
G-76(R)5

18” x 12”
G-32L(R)5

18” x 12”
G-70(R)5

18” x 12”
G-33(R)5

18” x 18”
G-110(R)8

24” x 24”    M1-1(R)16
36” x 36”    M1-1(R)27

24” x 24”    M1-3(R)16
36” x 36”    M1-3(R)27

24” x 24”    M1-5(R)16
36” x 36”    M1-5(R)27

24” x 24”    M1-2(R)16
36” x 36”    M1-2(R)27

24” x 24”    M1-4(R)16
36” x 36”    M1-4(R)27

18” x 18”    M1-6(R)8
24” x 24”    M1-6(R)16
36” x 36”    M1-6(R)27

18” x 18”
G-111(R)8

18” x 18”
G-112L(R)8

18” x 18”
G-112R(R)8

18” x 18”
G-113L(R)8

18” x 18”
G-113R(R)8

21” x 15”
M6-4(R)13

21” x 15”
M6-4(R)13BU

21” x 15”
M6-1(R)10BU

21” x 15”
M6-3(R)10BU

21” x 15”
M5-1(R)10BU

21” x 15”
M2-1(R)10BU

24” x 12”
M4-5(R)13BU

21” x 15”
M6-1(R)10

21” x 15”
M6-3(R)10

21” x 15”
M5-1(R)10

24” x 12”
M4-5(R)13

24” x 12”
M4-4(R)13

24” x 12”
M4-6(R)13

24” x 12”
M4-6(R)13BU

21” x 15”
M2-1(R)10

*Federal version shown, individual state symbols also available

24” x 12”
M3-4(R)13

24” x 12”
M3-4(R)13BU

24” x 12”
M3-3(R)13

24” x 12”
M3-3(R)13BU

24” x 12”
M3-2(R)13

24” x 12”
M3-2(R)13BU

24” x 12”
M3-1(R)13

24” x 12”
M3-1(R)13BU

REPLACE (R) WITH: RA -Engineer Grade Prismatic •  HIA - High Intensity Prismatic •  DG - Diamond Grade Prismatic

T R AFFI C  CO N T RO L  SIGNS

GUID E  SIGNS

9

18” x 24”
S2-9(R)9

18” x 24”
S2-10(R)9

24” x 30”
S5-2(R)17

24” x 30”
S2-8(R)17 7:30 AM TO 4:30 PM

SCHOOL DAYS

24” x 48”
S4-7(R)19

7:30 AM TO 4:30 PM
SCHOOL DAYS

24” x 48”
S5-1(R)19

Diamond Grade

18” x 18”
S2-23(R)8

24” x 10”
S4-2(R)13

18” x 24”
G-1(R)9

18” x 24”
G-2(R)9

18” x 24”
G-4(R)9

18” x 24”
G-200(R)9

18” x 24”
G-8(R)9

30” x 30”
W15-1S(R)22

30” x 30”
S3-1(R)22

Diamond Grade

30” x 30”
S4-5(R)22*

Diamond Grade

24” x 24”    W-29(R)16
30” x 30”    W-29(R)22

Diamond Grade

24” x 8”
S4-3(R)12

30” x 30”    S1-1(R)22
36” x 36”    S1-1(R)27

30” x 30”
S3-1S(R)22*

Diamond Grade

Diamond Grade

MUTCD requires the use of the ahead and 
arrow sign under the S1-1 to designate the 
crosswalk being ahead and at the crosswalk.

Diamond Grade is fluorescent yellow/green 
prismatic sheeting on .080 aluminum. These 
meet federal highway administration regulations.

24” x 12”    W16-9P(R)13
30” x 18”    W16-9P(R)12

AHEAD
24” x 12”    W16-7A(R)14
30” x 18”    W16-7A(R)20

ARROW

Replace the first “A” with an “R” for right arrows

STOP/SLOW PADDLES POST REFLECTORS

Part#
HS-12

Wording
STOP/SLOW

• 24” x 24”, double-sided octagon
• Engineer grade reflective
• 040 aluminum
• 6’ wooden handle
• Not assembled

• 18” x 18”, double-sided octagon
• Baked enamel .040 aluminum
• 6’ wooden handle
• Not assembled

Part#
HS-10
HS-11

Wording
STOP/STOP
STOP/SLOW

• 18” x 18”, double-sided octagon
• Baked enamel .040 aluminum
• 10” wooden handle
• Perfect for crosswalk use
• Not assembled

Part#
HS-1
HS-2

Wording
STOP/SLOW
STOP/STOP

• 24” x 24”, double-sided octagon
• High intensity prismatic
• .063 aluminum
• 6’ wooden handle
• Not assembled

Part#
HS-13

Wording
STOP/SLOW

HS-1

HS-2

3” x 30” Size

3” x 72” Size

• Increase sign visibility day or night
• Promote safety
• Use on U-Channel, square, or round sign posts
• Reflective one side only
• .080 aluminum

NOW AVAILABLE IN HIGH INTENSITY FINISH!

Part#
PF318ER
PF318RHI
PF318YHI
PF318DGY

Description
Red Engineer Grade
Red High Intensity
Yellow High Intensity
Yellow/Green Diamond Grade

Part#
PF319RHI
PF319YHI
PF319YDGY

Description
Red High Intensity
Yellow High Intensity
Yellow/Green Diamond Grade

SCH O O L  SIGNS
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12” x 18”
R-116(R)5

12” x 18”
R-117(R)5

12” x 18”
R-118(R)5

12” x 18”
R-210(R)5

COURTESY SIGNS

18” x 24”
S-1824(R)

24” x 18”
S-2418(R)

DRIVE CAREFULLY SIGNS

SNOW ROUTE SIGNSNEIGHBORHOOD WATCHSURVEILLANCE SIGNS

18” x 24”
G-117(R)9

18” x 24”
G-400(R)9

POOL | SWIMMING SIGNS

18” x 12”
S2-20(R)5

18” x 18”
S2-18(R)8

18” x 18”
S2-19(R)8

12” x 18”
S2-21(R)5

12” x 9”
R10-7(R)1

18” x 24”
R7-203(R)9

18” x 24”
G-46(R)9*

12” x 18”
SR-3(R)5

12” x 18”
G-120(R)5*

CELL PHONE USE

24” x 18”
S7-1T(R)

18” x 15”
D4-1(R)7

Specify Arrow Direction

24” x 24”
D9-3A(R)16

24” x 6”
D9-3P(R)11

30” x 24”
R3-17(R)

30” x 12”
R3-17B(R)

30” x 12”
R3-17A(R)

24” x 24”
D9-2S(R)16

24” x 6”
D9-2P(R)11

24” x 6”
D9-2B(R)11

24” x 24”
I-8(R)16

24” x 6”
I-8P(R)11

24” x 6”
D11-1B(R)11

24” x 18”
D11-1S(R)15

DG version 
made of 
flourescent 
yellow/green 
prismatic 
sheeting

Single sided

12” x 36”
HIA Alum
R1-6HIA24

12” x 36”
DG Alum
R1-6DG24

12” x 36”
HIA Alum
R1-6AHIA24

12” x 36”
DG Alum
R1-6ADG24

CROSSWALK SIGNS

Base Included
• Plastic, double-faced
• Overall Height - 43”    
• Panel Size: 12” x 36”                   
• 3M Fluoresent Yellow Green DG3 Sheeting
      -Inserts: 10” x 24”                      
• 3M High Intensity Prismatic Sheeting   
• Equipped with an Anti-Twist Feature     
• Meets or Exceeds MUTCD specifications   

PEDX-R1-6Y PEDX-R1-6S

PEDESTRIAN CROSSWALK

REPLACE (R) WITH: RA -Engineer Grade Prismatic •  HIA - High Intensity Prismatic •  DG - Diamond Grade Prismatic

COUR T E SY  SIGNS

INFO R M AT I O NAL  SIGNS
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12” x 18”
R-116(R)5

12” x 18”
R-117(R)5

12” x 18”
R-118(R)5

12” x 18”
R-210(R)5

COURTESY SIGNS

18” x 24”
S-1824(R)

24” x 18”
S-2418(R)

DRIVE CAREFULLY SIGNS

SNOW ROUTE SIGNSNEIGHBORHOOD WATCHSURVEILLANCE SIGNS

18” x 24”
G-117(R)9

18” x 24”
G-400(R)9

POOL | SWIMMING SIGNS

18” x 12”
S2-20(R)5

18” x 18”
S2-18(R)8

18” x 18”
S2-19(R)8

12” x 18”
S2-21(R)5

12” x 9”
R10-7(R)1

18” x 24”
R7-203(R)9

18” x 24”
G-46(R)9*

12” x 18”
SR-3(R)5

12” x 18”
G-120(R)5*

CELL PHONE USE

24” x 18”
S7-1T(R)

18” x 15”
D4-1(R)7

Specify Arrow Direction

24” x 24”
D9-3A(R)16

24” x 6”
D9-3P(R)11

30” x 24”
R3-17(R)

30” x 12”
R3-17B(R)

30” x 12”
R3-17A(R)

24” x 24”
D9-2S(R)16

24” x 6”
D9-2P(R)11

24” x 6”
D9-2B(R)11

24” x 24”
I-8(R)16

24” x 6”
I-8P(R)11

24” x 6”
D11-1B(R)11

24” x 18”
D11-1S(R)15

DG version 
made of 
flourescent 
yellow/green 
prismatic 
sheeting

Single sided

12” x 36”
HIA Alum
R1-6HIA24

12” x 36”
DG Alum
R1-6DG24

12” x 36”
HIA Alum
R1-6AHIA24

12” x 36”
DG Alum
R1-6ADG24

CROSSWALK SIGNS

Base Included
• Plastic, double-faced
• Overall Height - 43”    
• Panel Size: 12” x 36”                   
• 3M Fluoresent Yellow Green DG3 Sheeting
      -Inserts: 10” x 24”                      
• 3M High Intensity Prismatic Sheeting   
• Equipped with an Anti-Twist Feature     
• Meets or Exceeds MUTCD specifications   

PEDX-R1-6Y PEDX-R1-6S

PEDESTRIAN CROSSWALK

REPLACE (R) WITH: RA -Engineer Grade Prismatic •  HIA - High Intensity Prismatic •  DG - Diamond Grade Prismatic

COUR T E SY  SIGNS

INFO R M AT I O NAL  SIGNS
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• Comes with single-sided Men Working Sign, 24” x 24”
• Available in Type I reflective sheeting on .080 aluminum finish
• Frame constructed of sturdy angle iron
• Use self tapping screws to mount signs.
• Folds for easy storage and small parcel shipment

• Heavy duty Tripod will accommodate 24” thru 48” 
  diamond mesh or metal signs
• Folds for easy storage and small parcel shipment
• For temporary use only
• Weighs 14 lbs and stands 60” tall

SIGN STANDA-FRAME STAND

Part#
AFMONLY
AFMWRA

Description
Metal Frame Only
Metal Frame & Men Working Sign

Part#
TP1

Must ship motor freight
# - Specify miles

24” x 18”
M4-8A(R)15

20” x 7”
W20-5PL(R)43

For 48” x 48” Signs

Replace * with: AHEAD, 500 FEET, 1000 FEET, 1500 FEET, or MILES

20” x 7”
W20-5PR(R)43

60” x 24”
G20-2(R)33

48” x 18”
M4-10L(R)29

48” x 18”
M4-10R(R)29

#
60” x 36”
G20-1(R)35

#

24” x 18”
W16-2P(R)15
# - Specify feet

36” x 18”
G20-2B(R)25

30” x 24”
M4-9L(R)21

30” x 24”
M4-9R(R)21

30” W20-5R(R)22
36” W20-5R(R)27
48” W20-5R(R)32

30” W20-10(R)22
36” W20-10(R)27
48” W20-10(R)32

30” W20-5L(R)22
36” W20-5L(R)27
48” W20-5L(R)32

30” W20-2(R)22
36” W20-2(R)27
48” W20-2(R)32

30” W20-4(R)22
36” W20-4(R)27
48” W20-4(R)32

30” W8-12(R)22
36” W8-12(R)27
48” W8-12(R)32

30” W8-15(R)22 
36” W8-15(R)27
48”W8-15(R)32

30” W20-7S(R)22
36” W20-7S(R)27
48” W20-7S(R)32

30” W-65(R)22
36” W-65(R)27
48” W-65(R)32

30” W21-1(R)22
36” W21-1(R)27
48” W21-1(R)32

30” W21-6(R)22
36” W21-6(R)27
48” W21-6(R)32

30” W21-2(R)22
36” W21-2(R)27
48” W21-2(R)32

30” W3-3(R)22
36” W3-3(R)27
48” W3-3(R)32

30” W21-5(R)22
36” W21-5(R)27
48” W21-5(R)32

30” W21-4(R)22
36” W21-4(R)27
48” W21-4(R)32

30” W20-1(R)22
36” W20-1(R)27
48” W20-1(R)32

30” W23-1(R)22
36” W23-1(R)27
48” W23-1(R)32

30” W20-7A(R)22
36” W20-7A(R)27
48” W20-7A(R)32

30” W3-4(R)22
36” W3-4(R)27
48” W3-4(R)32

30” W21-1S(R)22
36” W21-1S(R)27
48” W21-1S(R)32

30” W21-3(R)22
36” W21-3(R)27
48” W21-3(R)32

30” W21-1B(R)22
36” W21-1B(R)27
48” W21-1B(R)32

30” W16-3O(R)22
36” W16-3O(R)27
48” W16-3O(R)32

REPLACE (R) WITH 
RA -Engineer Grade 

HIA - High Intensity Prismatic
DG - Diamond Grade Prismatic

CO NS T RUC T I O N  SIGNS
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36” x 18”    W1-7(R)25
48” x 24”    W1-7(R)30

18” x 18”
W13-1(R)8

4” x 4”
OM-EYE(R)1W

4” x 4”
OM-EYE(R)1Y

4” x 4”
OM4-EYE(R)1R

Specify miles per hour in 
increments of 5, from 5 to 55

12” x 18”    W1-8(R)5
18” x 24”    W1-8(R)9 

36” x 18”    W1-6(R)25
48” x 24”    W1-6(R)30

36” x 8”
W14-2AL(R)

36” x 8”
W14-2AR(R)

36” x 8”
W14-1AL(R)

36” x 8”
W14-1AR(R) 18” x 12”    W11-2P(R)5

24” x 18”    W11-2P(R)15

3M 4083
Diamond 
Grade *

3M 4083
Diamond 
Grade *

*3M 4083 DG3 Fluorescent Yellow Green

18” x 12”    W11-15P(R)51
24” x 18”    W11-15P(R)15

12” x 36”
G-105L(R)24

12” x 36”
G-105R(R)24

6” x 24”
G-105R(R)11

10” x 30”
G-105L(R)2

10” x 30”
G-105R(R)2

12” x 36”
OM-3C(R)24

6” x 24”
G-105L(R)11

36” x 48” x 48”
W14-3(R)

• 3” diameter
• 3/16” hole

PLASTIC REFLECTOR

• 18” x 18” · .080 aluminum
• High intensity red

OM4-3 END OF ROAD MARKER

• 3” x 8” · .080 aluminum
• High intensity prismatic sheeting

• 6” x 15” · .080 baked enamel
  aluminum back
• 3” diameter plastic buttons

• 18” x 18” · 3” plastic buttons on 
  .080 aluminum non-reflective back.

OM4-1 BAKED ENAMEL REFLECTOR

Part#
RF-9AHI
RF-9RHI

Color
Amber
Red

• 18” x 18” · 3” plastic buttons on 
  .080 aluminum sheeted with high 
  intensity

OM4-1 HIGH INTENSITY REFLECTOR

Part#
M10-1105-2A

• High intensity reflective on steel
• Mounts to vehicle to warn of slow
  moving hazard

SLOW MOVING VEHICLE

Part#
RF-1AAlum
RF-1WAlum

Color
Amber
White

• 3” diameter
• 3/8” hole
• .080 aluminum back

ALUMINUM REFLECTORALUMINUM DELINEATOR

ALUMINUM DELINEATOR

BUTTON ON ALUMINUM

• 3”  x 8”, .080 aluminum back
• Engineer grade prismatic reflective

Part#
RF-6A
RF-6R
RF-6W

Color
Amber
Red
White

Part#
RF-6AHI
RF-6WHI

Color
Amber
White

Part#
RF-3A
RF-3R

Color
Amber
Red

Part#
RF-1A
RF-1R
RF-1W

Color
Amber
Red
White

Part#
RF-9A
RF-9R
RF-9RBK

Color
Amber
Red
Red on Black

Part#
OM4-3HIA

Color
Red

REPLACE (R) WITH 
RA -Engineer Grade 

HIA - High Intensity Prismatic
DG - Diamond Grade Prismatic

D EL INE ATO R S

WAR NING  SIGNS

• .080 Aluminum
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24” W1-2L(R)16
30” W1-2L(R)22
36” W1-2L(R)27

 
24” W1-2R(R)16
30” W1-2R(R)22
36” W1-2R(R)27

24” W1-3R(R)16
30” W1-3R(R)22
36” W1-3R(R)27

24” W1-3L(R)16
30” W1-3L(R)22
36” W1-3L(R)27

24” W1-1L(R)16
30” W1-1L(R)22
36” W1-1L(R)27

24” W1-1R(R)16
30” W1-1R(R)22
36” W1-1R(R)27

24” W1-5R(R)16
30” W1-5R(R)22
36” W1-5R(R)27

24” W1-4R(R)16
30” W1-4R(R)22
36” W1-4R(R)27

24” W1-5L(R)16
30” W1-5L(R)22
36” W1-5L(R)27

24” W1-4L(R)16
30” W1-4L(R)22
36” W1-4L(R)27

24” W2-1(R)16
30” W2-1(R)22
36” W2-1(R)27

24” W2-2(R)16
30” W2-2(R)22
36” W2-2(R)27

24” W2-6(R)16
30” W2-6(R)22
36” W2-6(R)27

24” W2-66(R)16
30” W2-66(R)22
36” W2-66(R)27

24” W2-4(R)16
30” W2-4(R)22
36” W2-4(R)27

24” W3-2S(R)16
30” W3-2S(R)22
36” W3-2S(R)27

24” W3-1S(R)16
30” W3-1S(R)22
36” W3-1S(R)27

24” W3-1A(R)16
30” W3-1A(R)22
36” W3-1A(R)27

24” W3-3S(R)16
30” W3-3S(R)22
36” W3-3S(R)27

24” W4-3(R)16
30” W4-3(R)22
36” W4-3(R)27

24” W4-2(R)16
30” W4-2(R)22
36” W4-2(R)27

24” W4-2L(R)16
30” W4-2L(R)22
36” W4-2L(R)27

24” W5-2A(R)16
30” W5-2A(R)22
36” W5-2A(R)27

24” W5-1(R)16
30” W5-1(R)22
36” W5-1(R)27

24” W5-3(R)16
30” W5-3(R)22
36” W5-3(R)27

24” W5-5(R)16
30” W5-5(R)22
36” W5-5(R)27

24” W6-3S(R)16
30” W6-3S(R)22
36” W6-3S(R)27

24” W-62(R)16
30” W-62(R)22
36” W-62(R)27

24” W-64(R)16
30” W-64(R)22
36” W-64(R)27

24” W3-5(R)16
30” W3-5(R)22
36” W3-5(R)27

24” W2-3L(R)16
30” W2-3L(R)22
36” W2-3L(R)27

24” W2-3R(R)16
30” W2-3R(R)22
36” W2-3R(R)27

24” W7-1S(R)16
30” W7-1S(R)22
36” W7-1S(R)27

24” W8-3A(R)16
30” W8-3A(R)22
36” W8-3A(R)27

24” W8-4(R)16
30” W8-4(R)22
36” W8-4(R)27

24” W8-1(R)16
30” W8-1(R)22
36” W8-1(R)27

24” W8-2(R)16
30” W8-2(R)22
36” W8-2(R)27

24” W8-5A(R)16
30” W8-5A(R)22
36” W8-5A(R)27

24” W8-9(R)16
30” W8-9(R)22
36” W8-9(R)27

24” W8-9B(R)16
30” W8-9B(R)22
36” W8-9B(R)27

24” W8-7(R)16
30” W8-7(R)22
36” W8-7(R)27

24” W8-8(R)16
30” W8-8(R)22
36” W8-8(R)27

24” W8-6(R)16
30” W8-6(R)22
36” W8-6(R)27

24” W8-5S(R)16
30” W8-5S(R)22
36” W8-5S(R)27

24” W-34(R)16
30” W-34(R)22
36” W-34(R)27

24” W8-11A(R)16
30” W8-11A(R)22
36” W8-11A(R)27

24” W8-11(R)16
30” W8-11(R)22
36” W8-11(R)27

24” W8-13(R)16
30” W8-13(R)22
36” W8-13(R)27

WAR NING  SIGNS
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24” W8-18(R)16
30” W8-18(R)22
36” W8-18(R)27

24” W9-2(R)16
30” W9-2(R)22
36” W9-2(R)27

24” W9-1(R)16
30” W9-1(R)22
36” W9-1(R)27

24” W9-2R(R)16
30” W9-2R(R)22
36” W9-2R(R)27

24” W10-1(R)16
30” W10-1(R)22
36” W10-1(R)27

24” W10-2(R)16
30” W10-2(R)22
36” W10-2(R)27

24” W10-3(R)16
30” W10-3(R)22
36” W10-3(R)27

24” W10-4(R)16
30” W10-4(R)22
36” W10-4(R)27

24” W11-2A(R)16
30” W11-2A(R)22
36” W11-2A(R)27

24” W11-1S(R)16
30” W11-1S(R)22
36” W11-1S(R)27

3M 4083
Diamond 
Grade *

48” x 9”
R15-1(R)

27” x 18”
R15-2(R)

24” W9-1L(R)16
30” W9-1L(R)22
36” W9-1L(R)27

24” W11-3S(R)16
30” W11-3S(R)22
36” W11-3S(R)27

24” W11-4S(R)16
30” W11-4S(R)22
36” W11-4S(R)27

24” W11-5S(R)16
30” W11-5S(R)22
36” W11-5S(R)27

24” W11-8S(R)16
30” W11-8S(R)22
36” W11-8S(R)27

24” W11-14(R)16
30” W11-14(R)22
36” W11-14(R)27

24” W11-10S(R)16
30” W11-10S(R)22
36” W11-10S(R)27

24” W11-11S(R)16
30” W11-11S(R)22
36” W11-11S(R)27

18” x 18”
W11-15(R)8

24” W11-7S(R)16
30” W11-7S(R)22
36” W11-7S(R)27

24” W11-6S(R)16
30” W11-6S(R)22
36” W11-6S(R)27

24” W16-4(R)16
30” W16-4(R)22
36” W16-4(R)27

24” W16-5(R)16
30” W16-5(R)22
36” W16-5(R)27

24” W16-7(R)16
30” W16-7(R)22
36” W16-7(R)27

24” W16-9(R)16
30” W16-9(R)22
36” W16-9(R)27

24” W17-1(R)16
30” W17-1(R)22
36” W17-1(R)27

24” W17-1A(R)16
30” W17-1A(R)22
36” W17-1A(R)27

Specify height
24” W12-2S(R)16
30” W12-2S(R)22
36” W12-2S(R)27

24” W12-1(R)16
30” W12-1(R)22
36” W12-1(R)27

24” W14-4(R)16
30” W14-4(R)22
36” W14-4(R)27

24” W14-1(R)16
30” W14-1(R)22
36” W14-1(R)27

24” W14-2(R)16
30” W14-2(R)22
36” W14-2(R)27

24” W16-3(R)16
30” W16-3(R)22
36” W16-3(R)27

24” W15-6(R)16
30” W15-6(R)22
36” W15-6(R)27

24” W18-5(R)16
30” W18-5(R)27
36” W18-5(R)22

24” W18-2(R)16
30” W18-2(R)27
36” W18-2(R)22

24” W18-1(R)16
30” W18-1(R)22
36” W18-1(R)27

*3M 4083 DG3 Fluorescent Yellow Green

3M 4083
Diamond 
Grade *

REPLACE (R) WITH 
RA -Engineer Grade Prismatic 
HIA - High Intensity Prismatic
DG - Diamond Grade Prismatic

WAR NING  SIGNS 15
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AHEAD
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CLOSED
AHEAD
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AHEAD
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LANE
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CREW
AHEAD

BUMP

ROAD
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AHEAD
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LANE

CLOSED

UTILITY
WORK
AHEAD

36” RUW3-4(R)27
48” RUW3-4(R)32

36” RUW9-2L(R)27
48” RUW9-2L(R)32

36” RUW20-3R(R)27
48” RUW20-3R(R)32

36” RUW20-5L(R)27
48” RUW20-5L(R)32

36” RUW21-1B(R)27
48” RUW21-1B(R)32

36” RUW9-2R(R)27
48” RUW9-2R(R)32

36” RUW20-4(R)27
48” RUW20-4(R)32

36” RUW20-5R(R)27
48” RUW20-5R(R)32

36” RUW21-4(R)27
48” RUW21-4(R)32

36” RUW20-2(R)27
48” RUW20-2(R)32

36” RUW20-05R(R)27
48” RUW20-05R(R)32

36” RUW21-1A(R)27
48” RUW21-1A(R)32

36” RUW34-(R)27
48” RUW34-(R)32

36” RUW8-1(R)27
48” RUW8-1(R)32

36” RUW20-1(R)27
48” RUW20-1(R)32

36” RUW20-05L(R)27
48” RUW20-05L(R)32

36” RUW20-7A(R)27
48” RUW20-7A(R)32

36” RUW21-7(R)27
48” RUW21-7(R)32

MOWERS
AHEAD

SHOULDER
WORK
AHEAD

TRUCKS
ENTERING
HIGHWAY

HIGH
WATER

Ribs Included 
• .375” thick vertical ribs, 

  high quality UV resistant 
  polyester/glass fiber “pultrusion”

36” RUW36-(R)27
48” RUW36-(R)32

36” RUW37-(R)27
48” RUW37-(R)32

36” RUW15-1(R)27
48” RUW15-1(R)32

36” RUW41-8(R)27
48” RUW41-8(R)32

• Compact, lightweight and no spring design
• User friendly
• Stainless steel guide plate
       - Smooth clamping motion as sign is 
         tightened to the stand
• Telescopic legs
       - 4 positive locking positions: vertical, 
         normal & two for uneven terrain
• 350 approved
• Open Dimensions:
      - Minimum: 32” x 57”
      - Maximum: 49” x 94” (legs extended)

• Dual spring action ensures sign visibility and stability 
  in high wind conditions
• Universal clamping systems
• Telescopic legs
      -  4 positive locking positions: Vertical, 
         Normal & Two for Uneven Terrain
• 350 approved
• Open Dimensions:
      - Minimum: 31” x 60”
      - Maximum: 49” x 96” (legs extended)

SIGN STAND – ULTRA COMPACT 
WITHOUT SPRINGS 

SIGN STAND – ULTRA COMPACT 
WITH SPRINGS 

Part#
RUSS548UCRA

Part#
RUSS548UCA

REPLACE (R) WITH: NON -Non Ref Mesh •  HIA - High Intensity Prismatic •  DG - Diamond Grade Prismatic

RO LLUP  SIGNS
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MERGE
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ROAD

AHEAD

RIGHT LANE
CLOSED
AHEAD

ROAD
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AHEAD

DETOUR
AHEAD

RIGHT
LANE

CLOSED

SURVEY
CREW
AHEAD

BUMP

ROAD
CONSTRUCTION

AHEAD

LEFT
LANE

CLOSED

UTILITY
WORK
AHEAD

36” RUW3-4(R)27
48” RUW3-4(R)32

36” RUW9-2L(R)27
48” RUW9-2L(R)32

36” RUW20-3R(R)27
48” RUW20-3R(R)32

36” RUW20-5L(R)27
48” RUW20-5L(R)32

36” RUW21-1B(R)27
48” RUW21-1B(R)32

36” RUW9-2R(R)27
48” RUW9-2R(R)32

36” RUW20-4(R)27
48” RUW20-4(R)32

36” RUW20-5R(R)27
48” RUW20-5R(R)32

36” RUW21-4(R)27
48” RUW21-4(R)32

36” RUW20-2(R)27
48” RUW20-2(R)32

36” RUW20-05R(R)27
48” RUW20-05R(R)32

36” RUW21-1A(R)27
48” RUW21-1A(R)32

36” RUW34-(R)27
48” RUW34-(R)32

36” RUW8-1(R)27
48” RUW8-1(R)32

36” RUW20-1(R)27
48” RUW20-1(R)32

36” RUW20-05L(R)27
48” RUW20-05L(R)32

36” RUW20-7A(R)27
48” RUW20-7A(R)32

36” RUW21-7(R)27
48” RUW21-7(R)32

MOWERS
AHEAD

SHOULDER
WORK
AHEAD

TRUCKS
ENTERING
HIGHWAY

HIGH
WATER

Ribs Included 
• .375” thick vertical ribs, 

  high quality UV resistant 
  polyester/glass fiber “pultrusion”

36” RUW36-(R)27
48” RUW36-(R)32

36” RUW37-(R)27
48” RUW37-(R)32

36” RUW15-1(R)27
48” RUW15-1(R)32

36” RUW41-8(R)27
48” RUW41-8(R)32

• Compact, lightweight and no spring design
• User friendly
• Stainless steel guide plate
       - Smooth clamping motion as sign is 
         tightened to the stand
• Telescopic legs
       - 4 positive locking positions: vertical, 
         normal & two for uneven terrain
• 350 approved
• Open Dimensions:
      - Minimum: 32” x 57”
      - Maximum: 49” x 94” (legs extended)

• Dual spring action ensures sign visibility and stability 
  in high wind conditions
• Universal clamping systems
• Telescopic legs
      -  4 positive locking positions: Vertical, 
         Normal & Two for Uneven Terrain
• 350 approved
• Open Dimensions:
      - Minimum: 31” x 60”
      - Maximum: 49” x 96” (legs extended)

SIGN STAND – ULTRA COMPACT 
WITHOUT SPRINGS 

SIGN STAND – ULTRA COMPACT 
WITH SPRINGS 

Part#
RUSS548UCRA

Part#
RUSS548UCA

REPLACE (R) WITH: NON -Non Ref Mesh •  HIA - High Intensity Prismatic •  DG - Diamond Grade Prismatic

RO LLUP  SIGNS









GRIMCO BLANKS

12” x 6”

18” x 6”

24” x 6”

30” x 6”

36” x 6”

12” x 36”

96” x 36”

18” x 24”

18” x 12”

12” x 18” 12” x 18” 12” x 18”

AB126P

618FB

636FB

AB1236

AB1824PAB1218P

18” x 24”

RA1824W

18” x 12”

18” x 12”

AB1812P

RA1812W

AB1218063P RA1218W

30” Pentagon

AB30PENT

24” x 30”

AB2430P

18” x 18”

AB18SQP

12” x 12”

AB12SQP

AS3696

630FB

624FB

AC = Alodine Coated
EGP = Engineer Grade Prismatic
HIP = High Intensity Prismatic

Part#
AB126P
AB12SQP
AB1218P
AB1218063P
RA1218W
AB1236P
618FB
AB1812P
RA1218W
AB18SQP
AB18OCT

Size
12” x 6”
12” Square
12” x 18”
12” x 18”
12” x 18”
12” x 36”
18” x 6”
18” x 12”
18” x 12”
18” Square
18’ Octagon

Material
.080 Alum
.080 Alum
.080 Alum
.063 Alum
.080 Alum
.080 Alum
.080 Alum
.080 Alum
.080 Alum
.080 Alum
.080 Alum

Color
Bare
Bare
Bare
Bare
White
Bare
Bare
Bare
White
Bare
Bare

Finish
AC
AC
AC
AC
EGP
AC
AC
AC
EGP
AC
AC

Radius Corners
1.5”
1.5”
1.5”
1.5”
1.5”
1.5”
.75”
1.5”
1.5”
1.5”
N/A

Hole QTY
2
2
2
2
2
2
N/A
2
2
2
2

Hole Diameter
3/8”
3/8”
3/8”
3/8”
3/8”
3/8”
N/A
3/8”
3/8”
3/8”
3/8”

Hole Inset
1.5”
1.5”
1.5”
1.5”
1.5”
3”
N/A
1.5”
1.5”
3”
3”

Hole Location
Top & Bottom Centered
Top & Bottom Centered
Top & Bottom Centered
Top & Bottom Centered
Top & Bottom Centered
Top & Bottom Centered
N/A
Top & Bottom Centered
Top & Bottom Centered
Top & Bottom Centered
Top & Bottom Centered

Stock Aluminum Blanks Shipped Next Day - The New Industry Standard



GRIMCO BLANKS

24” Octagon 24” Octagon

30” Octagon

24” Octagon

30” x 36”

18” Octagon

AB18OCT

RA24OCTW

AB24OCT

24” x 18”

AB2418P

24” x 24”

AB24SQP

30” x 30”

AB30SQP AB3036P

36” Octagon

AB36OCT

30” Octagon

RA30OCTHIPWRA30OCTW

RA24OCTHIPW

30” Octagon

AB30OCT

Grimco - The Aluminum Blank Experts

For Pricing Information - Specify Quantity, Size & Zip Code

AC = Alodine Coated
EGP = Engineer Grade Prismatic
HIP = High Intensity Prismatic

Part#
AB1824P
RA1824W
624FB
AB2418P
AB24SQP
AB24OCT
RA24OCTW
RA24OCTHIW
AB2430P
630FB
AB30SQP

Size
18” x 24”
18” x 24”
24” x 6”
24” x 18”
24” Square
24” Octagon
24” Octagon
24” Octagon
24” x 30”
30” x 6”
30” Square

Material
.080 Alum
.080 Alum
.063 Alum
.080 Alum
.080 Alum
.080 Alum
.080 Alum
.080 Alum
.080 Alum
.080 Alum
.080 Alum

Color
Bare
White
Bare
Bare
Bare
Bare
White
White
Bare
Bare
Bare

Finish
AC
EGP
AC
AC
AC
AC
EGP
HIP
AC
AC
AC

Radius Corners
1.5”
1.5”
.75”
1.5”
1.5”
N/A
N/A
N/A
1.5”
.75”
1.875”

Hole QTY
2
2
N/A
2
2
2
2
2
2
N/A
2

Hole Diameter
3/8”
3/8”
N/A
3/8”
3/8”
3/8”
3/8”
3/8”
3/8”
N/A
3/8”

Hole Inset
3”
3”
N/A
3”
3”
3”
3”
3”
3”
N/A
3”

Hole Location
Top & Bottom Centered
Top & Bottom Centered
N/A
Top & Bottom Centered
Top & Bottom Centered
Top & Bottom Centered
Top & Bottom Centered
Top & Bottom Centered
Top & Bottom Centered
N/A
Top & Bottom Centered







GRIMCO SHEETING

Diamond Grade DG3 
4081 Fluorescent Yellow

4091 • Yellow

Diamond Grade DG3 4083 
Fluorescent Yellow/Green

4083 • Fluorescent Yellow-Green

Diamond Grade DG3 4084 
Fluorescent Orange

4084 • Fluorescent Orange

High Intensity
Prismatic Series 3930

3930 • White

3932 • Red

3939 • Brown3937 • Green

3931 • Yellow

3935 • Blue

Engineer Grade 
Prismatic Series 3400

3430 • White

3432 • Red

3439 • Brown3437 • Green

3431 • Yellow

3435 • Blue

Diamond Grade 
DG3 Series 4000

4090 • White

4092 • Red

4081 • Fluorescent Yellow4097 • Green

4095 • Blue

4099 • Brown

High Intensity Prismatic
3934 Orange

3934 • Orange

Engineer Grade 
Work Zone CW80

CW80 • White CW84 • Orange

High Intensity Prismatic
Work Zone 3300

3310 • White 3314 • Orange

Diamond Grade
Flexible 3910/3914

3910 • White 3914 • Flourescent Orange

High Intensity Flexible 
Prismatic 3334/3336

L

3334 = 4” Stripe • 3336 = 6” Stripe

R

Diamond Grade DG3

Series 444/446

L

444 = 4” Stripe • 446 = 6” Stripe

R

Engineer Grade Enclosed 
Lens/Beaded 3200

3290 • White

3277 • Green

3275 • Blue

3271 • Yellow

3279 • Brown

3272 • Red

Transparent 
EC Film 1170

1170 • Clear

1171 • Yellow 1172 • Red

1175 • Blue

1178 • Black

1177 • Green

1179 • Brown 1174 • Orange

Diamond Grade 3924s
Fluorescent Orange

3924s • Fluorescent Orange

*available with or without premask

Engineer Grade
Series CW80

L

CW44 = 4” Stripe • CW46 = 6” Stripe

R

Premium Protective Film
Series 1160*

Premium Overlay Film
Series 1150*

1160 1150
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Signs By Sam
106 ELIZABETH WAY, ELLWOOD CITY, PA
724.752.3711  ▪  WWW.SIGNSBYSAM.COM

Signs by Sam is an authorized Grimco reseller and distributor


